
 

 
Our Mission… 

to be responsible stewards of the public trust, 

to strive for excellence in public service, and 

to enhance the quality of life for all.         

 

                                            City of Wylie Water Heater Requirements 

 
1. Location Access and Working Space  Shall be installed in accordance with the 

adopted 2012 ICC Codes and shall be located 
and connected to provide access for 
observation, maintenance, servicing and 
replacement. Working space: 30 inches x 30 
inches.  

2. 18 inch stand  Required when water heater is installed in a 
garage.  

3. Corrosion Resistance Pan  Required for installation where leakage will 
cause damage such as in the house on 1

st
 floor, 

2
nd

 floor or attic. 

4. Shutoff Valve  A full-open valve is required on the cold water 
supply and is readily accessible.  

5. Pipe Insulation  Pipe insulation is required on first 5 feet of hot 
and cold water pipe and to within 6 inches of 
draft hood.  

6. Temperature & Pressure (T&P) Relief  A temperature and pressure relief valve is 
required. ¾ inch minimum drain line must run 
with fall to approved locations: Exterior of 
building and located between 6 and 24 inches 
above finished grade.  

7. Combustion Air (Gas Water Heaters Only) Where located in a confined space upper and 
lower combustion air openings must be 
provided within 12 inches of the top and 
bottom of the enclosure.  

8. Vent (Gas Water Heaters Only)  A double wall (type B) vent must be provided 
with a min. 1 inch to combustibles. Min. 5 feet 
vertical required between vent collar and vent 
cap. Vent may have offsets of up to 45 degrees 
and one offset of up to 60 degrees. Vent must 
terminate in a listed vent cap. Vent stack 
minimum 5 feet.  

9. Vent Connector (Gas Water Heaters Only)  Single wall vent connectors are allowed to 
connect the water heater to its vent. Vent 
connectors must be exposed and cannot run 
into or through any concealed construction. 
Minimum 6 inch clearance to combustibles. 
Min. pitch ¼ inch per foot.  

10. Gas Connector (Gas Water Heaters Only)  A readily accessible and approved valve with 
maximum 3 feet of flex connector. Connector 
and valve must not be concealed.  

11. Tank-less Water Heaters 
 
 
 
 

Follow manufacturer installation instructions 
& comply with the 2012 International Fuel Gas 
Code for gas line size & vent. If resizing of the 
gas line is needed a gas test will be required. 
 

12. Thermal Expansion Control(expansion 
tank) 
 
 

An approved method of controlling thermal 
expansion is required on the cold water side 
when the system is a closed loop system. 
 

 
13.Vacuum- Relief Valve 
 

 
Bottom fed tank type water heaters shall have 
a vacuum-relief valve installed and complies 
with ANSI Z21.22 
 


